
HOT WATER RENEWABLES WATER FILTRATION
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Energy efficient operation and heat recovery 
of up to 90% | Heat recovery is achieved 
through the advanced technology of the LWZ 
Plus systems. Warm air is extracted from 
inside areas such as a kitchen or bathroom 
and is drawn into the LWZ Plus unit. While 
this occurs, fresh air from outside is drawn 
through the unit where the two air sources 
don’t mix, but transfer heat via a cross 
current heat exchange platform. The warm 
fresh air is circulated back into the house 
with a heat recovery of up to 90%. 

Ventilation for a comfortable ambiance | 
Ventilation through open windows is not 
always ideal, especially during the colder 
months when you are trying to keep your 
premises warm. The use of an energy efficient 
ventilation system with heat recovery will 
help to maintain a fresh ambiance and help 
to recover up to 90% of the warmth created 
inside. 

With an ever increasing demand for 
building air tightness for improved energy 
efficiency, effective ventilation is also 
necessary for improving indoor air quality 
and the protection of building structures 
from fungal growth. The LWZ ventilation 
system helps to reduce the impact of 
humidity and the accumulation of 
pollutants by exchanging inside air with 
fresh air from outside. It automatically 
regulates the indoor environment through 
air temperature sensors and depending 
on the operational mode selected, fresh 
air from outside is drawn into the system 
and replaces stale air from inside. Due to 
the unique cross current design the air 
from inside and outside are never mixed, 

so odours from inside are extracted and 
not re-circulated into others areas of your 
home. Air is filtered as it is brought into the 
system, the display on the LWZ Plus will 
automatically flash an alert when filters 
should be cleaned and or replaced.

The air quality control sensor and 
multifunction remote control (Model FEQ) 
effectively monitors the inside air and 
automatically adjusts the ventilation settings 
of the LWZ accordingly. At the touch of a 
button the setting controls can be adjusted to 
5 different settings including day mode, night 
mode, standby, automatic mode or party 
mode.

In warm weather, cool your home down 
overnight | The LWZ Plus models have an 
active bypass function that switches on 
when the outside temperature is lower than 
the inside room temperature (only when 
this mode is selected). The cooler air from 
outside can be set to bypass the heat 
exchanger and draw cooler air inside 
with only a low level of heat transfer. 
Simultaneously, the ventilation side of the 
heat exchanger is shut off. The bypass switch 
on settings can be easily modified via the 
LCD display on the LWZ unit or via an optional 
remote control. This is an ideal setting to 
assist in cooling down your house overnight 
when the temperature drops outside.

Installation flexibility | The LWZ Plus has a 
compact footprint that enables the system 
to be installed in a concealed location, ideal 
when space is limited. The LWZ has been 
designed to be installed in a cupboard so 
you’re not reliant on having a large roof 
space for installation of the unit.
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FREE CALL 1800 153 351 (AUSTRALIA)
STIEBEL.COM.AU
Available from: 
Passive House Pty Ltd                   
7-9 Raglan Street     
North Melbourne VIC 3051                
Phone: 03 9329 3693                        
E-mail: web@passivehouse.com.au

Stiebel Eltron (Australia) A.B.N. 82 066 271 083. Stiebel Eltron are committed to our policy of continual improvement,  
some features may have subsequently been changed or even removed. Our advisors will be happy to consult with you 
regarding the currently applicable equipment features. The images used in this brochure are for reference only.  
For more information please contact Stiebel Eltron on 1800 153 351.

The LWZ Plus ventilation system  
can recover up to 90% of latent heat.

LWZ 170 PLUS

FEQ AIR quality sensor (accessory)

Model number LWZ 170 PLUS LWZ 270 PLUS LWZ 370 PLUS
Height 602 mm 602 mm 765 mm
Width 675 mm 675 mm 677 mm
Depth 525 mm 535 mm 567 mm
Weight 35 kg 35 kg 38 kg
Heat recovery up to 90% up to 90% up to 90%
Active bypass mode Yes Yes Yes
Filter class (standard) G3 G3 G3
Air flow rate 70-250 m3/h 70-350 m3/h 100-400 m3/h
Air connector diameter 160 mm 160 mm 180 mm
Sound power level EN12102                                                       47 dB(A) * 52 dB(A) * 54 dB(A)
Rated voltage 240 V 240 V 240 V

Power consumption 18-142 W 13-251 W 21-213 W
*Sound pressure level at nominal flow rate; stage 3 (EN12102)


